
TOLERANCES
DECIMAL

.XX = ±.010
.XXX = ±.005

FRACTIONAL:
= ±.015

ANGULAR:

= ±1°

SCALE: DATE: APP'D BY:
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DA-LITE SCREEN CO.
WARSAW, INDIANA , USA
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N/A N/A

ADVANTAGE TNSD WIRELINE 137D

29313

DRAWN BY: DATE:

NAME:

PART NO:

THIS PRINT SUPERSEDES ANY
PRINT DATED PRIOR TO:

PART NO:

293136/1/2016

DRAWING AND PART FILE
MODEL
NAME: 29313

MODEL
LOCATION:

S:\Product Management\D-12-100.3 Wireline
Advantage\16FT_Detachable_Screen\

SHEETS: 1 OF 1
THE INFORMATION AND DESIGNS CONTAINED IN THIS DRAWING ARE CONFIDENTIAL
AND PROPRIETARY PROPERTY OF MILESTONE AV TECHNOLOGIES NEITHER THIS

DESIGN NOR ANY INFORMATION CONTAINED IN THIS DRAWING MAY BE
REPRODUCED OR DISCLOSED TO OTHERS WITHOUT EXPRESS WRITTEN CONSENT

OF MILESTONE AV TECHNOLOGIES.

4.75
BORDER

TYP.

136.793

4.00
BLK.

72.50
VAH

2.00
BLK.

2.50
SLAT

84.01

0-29'
CABLE

147.50 (CUT LENGTH OF CASE)

150.36 (OVERALL LENGTH OF CASE)

116.00 VAW

125.50 (FABRIC WIDTH)

126.91 (OVERALL LENGTH OF SLAT)

10.625

13.105

11.629


