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FEEL THE

STRETCHED DISPLAY SOLUTIONS

S

Stretched displays are seeing more use in digital signage, transportation and retail. Chief has multiple
solutions that accommodate unique stretched display mounting patterns, providing easy installation

and rigid support to keep the display stable for optimal experience.

| .

Static Wall Mount Fusion’ Tilt Wall Mounts
PSMH2860 LTM1U, MTMP1U
¢ Low profile depth of 1.5" (38 mm) ¢ Centerless post-installation lateral shift
e Supports portrait and landscape orientations e Centris low-profile fingertip tilt
¢ Single-stud mounting in landscape and portrait e ClickConnect tool-free latching and kickstand
orientation; dual-stud in landscape only with quick-store magnetic cords
* Lockable latch for added padlock security ¢ Integrated latch for added padlock security
Specifications
Wall Mounts
L LG® Stretched . . Weight Mounting . Dimensions
Vel DEEErzEn Compatibility OVIErEzeT Capacity Patterns Ui (Hx W x D)
. " Landscape, 75 lbs 1M.3 x 271 x 1.3"
PSMH2860 | Fixed Wall Mount 86 Portrait (34 kg) 600 x 200 mm NA (28.7 x 68.8 X 3.3 cm)
. . 200 Ibs 100 x 100 - o 15e | 20.5x 34.73 x 2”
LTMIU Tilt Wall Mount 88 Landscape (90.7 kg) 878 x 500 mm +2°,-12 (52 x 88.2 x 5.1 cm)
MTMP1U Tilt Wall Mount 88" Portrait 200 Ibs 100 x 100 - +5° 24.5x 2088 x 3.2"

(90.7 kg) 571 x 600 mm (62.2x 53 x81cm)
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Fusion’ Ceiling Mounts

*  Simple on/off connection for easy installation .

¢ Centris fingertip tilt technology

¢ Tool-free latching with optional padlock security

¢ Mount swivels to any preferred viewing angle

STRETCHED DISPLAY SOLUTIONS

Fusion Freestanding Mounts

e Turn knob allows single user to easily adjust the
screen height by hand or 1/2" hex drill bit

anywhere along column

Sleek look suitable for multiple environments

¢ Flexible cable covers allow lay in access

e Centris Technology provides tilt and roll with
use of knobs

¢ Cart ships with preassembled heavy-duty
casters (front two casters are lockable)

Specifications
L LG® Stretched . . Weight Mounting . Dimensions
Model Description Corselst Ty Orientation S Patterns Tilt (H x W x D)
LCM2x1U + | Ceiling Mount + 86" Landscape 125 lbs Any width x 100 | +5°, 12.5x 729 x 81"
FCASFP Small Interface P (56.7 kg) - 300 mm -20° (31.8 x 185.1 x 20.5 cm)
- " 125 lbs 200 x 100 - +5°, 16.5 x 26.81 x 6.37"
LEMIU Ceiling Mount 88 Landscape | 55 71g) | 616 x 400 mm | -20° | (41.9 x 68.1 x 16.2 cm)
o ) Height Adjust ; :
Model L Stre_tc_hed Orientation We|gh.t Mounting Patterns Tilt (Center of display DICNES I
Compatibility Capacity (W x D)
to floor)
MPAUBSP 86" Portrait 125 lbs 200 x 200, 200 x 400, 200 +/-5° 50 - 70" 47.7 x 37.0”
(Cart) (56.7 kg) | x 600, 200 x 800 mm (127 - 177 cm) (121.2 x 94 cm)
MFAUBSP 86" Portrait 125 lbs 200 x 200, 200 x 400, 200 +/-5° 44.5" - 64.5" 38.08 x 30.59"
(Stand) (56.7 kg) | x 600, 200 x 800 mm (M31-163.9 cm) (96.7 x 77.7 cm)
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USA P 866.977.3901 E chief@chiefmfg.com

CANADA P 877.345.4329 E canadainfo@milestone.com
EMEA P +31495 580 840 E emea.sales@milestone.com
APAC P +852 2145 4099 E asia.sales@milestone.com

In British Columbia, Milestone AV Technologies ULC carries on business as MAVT Milestone AV Technologies ULC.
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BRANDS OF MILESTONE AV TECHNOLOGIES
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