
K3 & K4 MULTI-MONITOR ARRAYS
SERIES

FLEXIBILITY meets  FORM AND FUNCTION
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MULTI-MONITOR ARRAYS

K3 Freestanding  MOUNTS

K3 Grommet  MOUNTS

K3 Desk   MOUNTS

Model Description Maximum  
Monitor Height

Maximum  
Monitor Width Tilt Typical  

Screen Size
Weight Capacity 

(per monitor) Colors

K3F220 FREESTANDING  
2X2 ARRAY 18.1"  

(460 mm)
29"  

(736 mm) ±12° 10 – 27"
15 lbs  

(6.8 kg)
BS

K3G220 GROMMET MOUNTED 
2X2 ARRAY

K3F310  FREESTANDING  
3X1/2X1 ARRAY

-

2x1 display  
51.2" (1300 mm)

3x1 display 
25.6" (650 mm)

OUTER ±12°

CENTER ±10°

2X1 UP TO 30"

3X1 UP TO 27"
15 lbs  

(6.8 kg)
BS

K3G310 GROMMET MOUNTED 
3X1/2X1 ARRAY

K3F120  FREESTANDING  
1X2 ARRAY 18.1"  

(460 mm) – ±10° 10 – 30"
15 lbs  

(6.8 kg)
BS

K3G120 GROMMET MOUNTED 
1X2 ARRAY

K3G320 GROMMET MOUNTED
3X2 ARRAY

18.1"
(460 mm)

2x2 display 
51.2" (1301 mm)

3x2 display 
 25.6" (650 mm)

OUTER ±12°

CENTER ±10°

2x2 UP TO 30"

3x2 UP TO 27"
15 lbs  

(6.8 kg)
BS

K3 Models  STATIC ARRAY MOUNTS
Kontour Series K3 static monitor array mounts create efficient, productive and ergonomic workspaces. Elegantly 

designed with modularity in mind, K3 mounts meet a wide range of monitor sizes and configurations and are 

available in black or silver finishes. 
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K3 FEATURES

Telescoping lateral shift for a wide range of screen compatibility. 

Independently height adjustable arms and center head for seamless screen alignment. 

Arms can be adjusted from 0° to 15° for customized viewing angles. 

Centris™ fingertip tilt of 10° or 12°, depending on model. 

Snap-on cable management for a clean, organized appearance. 

Arms are solidly constructed with attractive color accents. Choose from black or silver.

Stand or grommet mount types with available desk clamp accessory. 



K4 Models  DEPTH-ADJUSTABLE ARRAY MOUNTS
K4 mounts provide an aesthetic and easily adjustable solution for monitor array stations. Focal depth 

adjustment lets multiple users re-position the bank of screens to their preferred viewing distance, 

creating an ergonomic, fl exible set-up. 
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K4 Grommet  MOUNTS

MULTI-MONITOR ARRAYS



K4 FEATURES

Focal depth adjustment to meet any user’s preferred viewing distance. 

Ability to easily swivel and pan the entire bank of monitors using the included 
ergonomic handles to adapt to all users and environments. 

Independently adjustable interface heads for precise screen alignment. 

Centris® Fingertip Tilt for ideal screen positioning

Snap-on cable management for a clean, organized appearance. 

Sleek, solid aluminum arms in black fi nish. 

Focal depth adjustment

Ability to swivel 
monitor bank 

K 4 Grommet     MOUNTS

Model Description Maximum Monitor 
Width

Minimum 
Depth

Minimum 
Extension Tilt Typical 

Screen Size
Weight Capacity

(per monitor) Colors

K4G120 GROMMET MOUNTED 
1X2 ARRAY -

9.42" (239 mm)

At least 12" 
(305 mm)

±10°

up to 24" 15 lbs 
(6.8 kg)

BS

K4G210 GROMMET MOUNTED 
2X1 ARRAY

23.0" (584 mm) ±12°

BS

K4G310 GROMMET MOUNTED 
3X1 ARRAY

BS

K4G410 GROMMET MOUNTED 
4X1 ARRAY 15.6" (396 mm) BS

K4G510 GROMMET MOUNTED 
5X1 ARRAY 23.3" (592 mm) BS

K4G610 GROMMET MOUNTED 
6X1 ARRAY 32.1" (815 mm) BS

K4G220 GROMMET MOUNTED 
2X2 ARRAY 11.5" (292 mm) BS

K4G320 GROMMET MOUNTED 
3X2 ARRAY 12.5" (318 mm) BS

K4G420 GROMMET MOUNTED 
4X2 ARRAY 15.6" (396 mm) BS

K4G520 GROMMET MOUNTED 
5X2 ARRAY 23.3" (592 mm) BS

K4G620 GROMMET MOUNTED 
6X2 ARRAY 32.1" (815 mm) BS

All K4 desk mounts require desktop thickness between 1 - 4.9" (25 - 125 mm).
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K4 Slat Wall  MOUNTS
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K4 Wall    Mounts

Model Description Maximum Monitor 
Width

Minimum 
Extension Tilt Arm  

Rotation
Typical  

Screen Size
Weight Capacity 

(per monitor) Colors

K4W310 WALL MOUNTED 
3X1 ARRAY

24.2"
(614 mm)

At least 12.0"  
(305 mm) 

±12°

0 - 20° up to 24" 15 lbs  
(6.8 kg)

B

K4W210 WALL MOUNTED 
2X1 ARRAY

37.1"
(943 mm) B

K4W120 WALL MOUNTED 
1X2 ARRAY - ±10° B

 

K4 Slat Wall    Mounts

Model Description Maximum  
Monitor Width

Minimum  
Extension Tilt Typical  

Screen Size
Weight Capacity 

(per monitor) Colors

K4S310
SLAT WALL 
MOUNTED 
3X1 ARRAY

24.2”
(614 mm)

16.2" 
(412 mm)

±12° 10 - 24"

15 lbs  
(6.8 kg)

B

K4S210
SLAT WALL 
MOUNTED 
2X1 ARRAY

37"
(940 mm) B

K4S120
SLAT WALL 
MOUNTED 
1X2 ARRAY

- ±10° up to 24" B

 

MULTI-MONITOR ARRAYS

K4 Wall  MOUNTS



Applications
Chief’s Kontour array products provide an 

aesthetic, stable mounting solution for call 

centers, security desks, IT spaces, health care 

facilities, control rooms, trading desks and 

other multiple monitor settings.

Safety
Safety is a huge priority at Chief. Every single 

product undergoes rigorous safety testing for 

strength, durability and safety in our lab. So 

rest assured that our array mounts provide 

strong, safe support for multiple monitors.  

Accessories

K3 DESK CLAMP 
ACCESSORY

KRA500

PORTABLE IPAD® 
INTERFACE 

FSBI2B 

SECURE IPAD® 
INTERFACE

FSBI2TB

QUICK-CONNECT 
INTERFACE FOR DELL 

ULTRASHARP MONITORS
KSA1250B 



A BRAND OF MILESTONE AV TECHNOLOGIES  ■  www.chiefmfg.com

USA P 800.582.6480 / +1.952.225.6000  ■  F 877.894.6918 / +1.952.894.6918  ■  chief@chiefmfg.com  
Canada P 877.345.4329  ■  F 888.377.5314  ■  canadainfo@milestone.com 
EMEA P +31 495 580 840  ■  F +31 495 580 845  ■  emea.sales@milestone.com  
Asia Pacif ic P +852 2145 4099  ■  F +852 2145 4477  ■  asia.chief@milestone.com  

In British Columbia, Milestone AV Technologies ULC carries on business as MAVT Milestone AV Technologies ULC. 

©2014 Milestone AV Technologies. 140053D 8/14 Chief is a registered trademark of Milestone AV Technologies. All other brand names or marks are used 
for identification purposes and are trademarks of their respective owners. All patents are protected under existing designations. Other patents pending. 
iPad® is a registered trademark of Apple Inc.




