INFRASTRUCTURE SOLUTIONS
POWERED BY SURGEX"®

CHIEF

With Chief infrastructure accessories, powered by
SurgeX technology

=
SURGEX,

energy intelligence

SPECIFICATIONS

Filter reduces common and
differential mode noise by
up to 40 dB.

Rated for 15 amps.
1875 watt maximum.
Ferrite toroid based EMI filter.

Withstand rating of 250 VAC
continuous without damage or
loss of protection.

UL Listed to UL2416 and @
UlL2442 allowing for safe
storage of ITE equipment

PAC526FBP4

Chief’s most popular infrastructure solutions are getting amped up with
SurgeX’s non-sacrificial surge protection and noise filtration. The exclusive
line of co-developed products provide low-profile storage and power

protection in a single SKU to simplify ordering and installation.

Patented non-sacrificial, multi-stage technology includes industrial-grade

surge protection and EMI/RFI noise filtration.

Improves the reliability and functionality of equipment by safeguarding
from high energy transients, lightning strikes, and electronic noise events
that can cause gear degradation and downtime.

Features non-volatile spike protection with LED power indicator.

Non-current limiting design passes full power on a regular circuit;

redundant protection circuits.
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ORDERING OPTIONS

EGX-SF2 - Power Filtering and Surge Protection
2-Gang Wall Outlet

In-Wall Storage Boxes

PAC525FBP2 - 9" x 14.25" (229 x 362 mm) In-wall
Storage Box with 2 Receptacle Filter and Surge

PAC526FBP2 - 14.25" x 14.25" (362 x 362 mm)
In-wall Storage Box with 2 Receptacle Filter
and Surge

PAC526FBP4 - 14.25" x 14.25" (362 x 362 mm)
In-wall Storage Box with 4 Receptacle Filter
and Surge

PAC526FBP6 - 14.25" x 14.25" (362 x 362 mm)
In-wall Storage Box with 6 Receptable Filter
and Surge

Order PAC525FWP2, PAC526FWP2, PAC526FWP4

and PAC526FWP6 for white flanges.

Projector Mount System

SYSAUBP2 - Suspended Ceiling Projector Mount
System with 2-Gang Filter and Surge Receptacle

Order SYSAUWP2 for white projector mount
and column.
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Plenum Ceiling Storage Boxes

CMS492P2 - 2' x 2' Ceiling Storage Box with
2-Gang Filter and Surge Receptacle

CMS492CP2 - 2' x 2' Ceiling Storage Box and
Projector Column with 2-Gang Filter and Surge
Receptacle

CMS491P2 - 1" x 2' Ceiling Storage Box with
2-Gang Filter and Surge Receptacle

CMS491CP2 - 1' x 2' Ceiling Storage Box
and Projector Column with 2-Gang Filter
and Surge Receptacle

Suspended Ceiling Kits

CMS440P2 - SpeedConnect Above-Tile
Suspended Ceiling Kit with 2-Gang Filter and
Surge Receptacle

CMS445P2 - SpeedConnect 2' x 2' Suspended
Ceiling Tile Replacement Kit with 2-Gang Filter
and Surge Receptacle

milestone

Milestone AV Technologies is home of Chief,
Da-Lite, Sanus and Projecta. Across these

brands, Milestone produces a wide range of

other brand names or marks are used for identification purposes and are trademarks of their respective owners. All

patents are protected under existing designations. Other patents pending.

innovative audiovisual solutions.



