NOTE:
1. THIS IS A 4 SHEET DRAWING
2. SHEET 2 - CEILING PLATE
3. SHEET 3 - PROJECTOR MOUNT AND COLUMN
4. SHEET 4 - UNIVERSAL INTERFACE

THE INFORMATION AND DESIGNS CONTAINED IN THIS DRAWING ARE CONFIDENTIAL AND THE PROPRIETARY PROPERTY OF MILESTONE AV TECHNOLOGIES. NEITHER THIS DESIGN NOR ANY INFORMATION CONTAINED IN THIS DRAWING MAY BE REPRODUCED OR DISCLOSED TO OTHERS WITHOUT THE EXPRESS WRITTEN CONSENT OF MILESTONE AV TECHNOLOGIES.
COLUMN TRAVEL

360 DEGREES OF COLUMN ROTATION

REMOVABLE ELECTRICAL INSTALL PLATE

SET SCREW LOCATIONS PROVIDED TO SECURE PLATE TO CEILING GRID

COLUMN LATCH

POSITION FOR COLUMN SECURITY BOLT

COLUMN CLAMP LEVER

MOVEABLE/REMOVABLE HOOKS

1.03 ADJUSTMENT RANGE

THE INFORMATION AND DESIGNS CONTAINED IN THIS DRAWING ARE CONFIDENTIAL AND THE PROPRIETARY PROPERTY OF MILESTONE AV TECHNOLOGIES. NEITHER THIS DESIGN NOR ANY INFORMATION CONTAINED IN THIS DRAWING MAY BE REPRODUCED OR DISCLOSED TO OTHERS WITHOUT THE EXPRESS WRITTEN CONSENT OF MILESTONE AV TECHNOLOGIES.
NOTE:
1. INTERFACE SHOWN ASSEMBLED, SHIPPED AS LOOSE PIECES
2. FOUR LEGS SHOWN, A MINIMUM OF THREE LEGS MUST BE USED TO PROPERLY MOUNT THE PROJECTOR