
PrimeSHOT™ 20 HDMI

Vaddio’s PrimeSHOT 20 HDMI HD PTZ camera offers high definition 

performance at an outstanding value. With flexible output options 

like HDMI and S-video, the PrimeSHOT can replace existing 

standard definition PTZ cameras or be used as an initial system 

upgrade. PrimeSHOT 20 HDMI features 20x optical zoom, plus an 

easy, intuitive web-based user interface for remote configuration, 

management and control. 

 

Confidently deploy the PrimeSHOT across the entire enterprise 

with Vaddio’s standard IP management and streaming capabilities. 

Ideal for large meeting rooms, lecture halls and houses of worship, 

PrimeSHOT 20 HDMI provides outstanding low-light performance 

and best-in-class 1080p image quality. 
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High Definition PTZ Camera

HD Image Quality. Exceptional Value.



©2018 Milestone AV Technologies. 180159 7/18 Vaddio is a registered trademark of Milestone AV 
Technologies. All other brand names or marks are used for identification purposes and are trademarks of 
their respective owners. All patents are protected under existing designations. Other patents pending. 

THE ART OF EASY | legrandav.com 
131 Cheshire Lane, Suite 500, Minnetonka, MN 55305

USA P 800.572.2011 E info@vaddio.com 
EMEA P +31.495.580.840 E emea.sales@milestone.com 
APAC P +852.2145.4099 E asia.sales@milestone.com

AV Brands Chief | Da-Lite | Middle Atlantic | Projecta | Sanus | Vaddio 
MILESTONE IS NOW LEGRAND

Go farther with an HDMI extender
The PrimeSHOT 20 HDMI PTZ camera is also available in bundles that include an HDMI extender.  Extend 1080p/60 HDMI 
signals up to 164 ft (50 m) using a single Cat 5/6 patch cable.

Ordering Information

Features

Description North America Europe/UK Australia/New Zealand

PrimeSHOT 20 HDMI Camera (Black) 999-30420-000 999-30420-001 999-30420-009

PrimeSHOT 20 HDMI Camera (White) 999-30420-000W 999-30420-001W 999-30420-009W

PrimeSHOT 20 HDMI with HDMI Extender (Black) 999-30420-300 999-30420-301 999-30420-309
PrimeSHOT 20 HDMI with HDMI Extender (White) 999-30420-300W 999-30420-301W 999-30420-309W

• 20x optical zoom, 55° horizontal field of view (wide end) for use in larger rooms
• Simultaneous HDMI 1.3, S-Video, and IP streaming outputs for application flexibility
• HD 1080p/60 video quality and 16 configurable camera presets
• Telnet or IP remote management – Easy, intuitive web-based user interface for remote configuration, management, and 

control.  Manage the camera remotely while monitoring the stream separately.
• Color adjustment – Automatically or manually adjust image color, shading, backlight, and wide dynamic range to 

optimize color in different settings

Back of Camera
From left to right:
• Power connector – Connect the 12 VDC, 3 A power supply 

shipped with the camera
• Video Resolution rotary switch – Select the video output resolution
• Ethernet connector – Connect to the network
• RS-232 connector – Optional – connect to a camera controller to 

manage the camera
• S-Video connector – S-Video output
• HDMI connector – HDMI 1.3 video output

Basic Connection
Simple illustration of how the camera 
might be set up for live production.


