Professional Networked Audio

EasyIP CeilingMIC D overhead microphones with Dante networked audio deliver professional audio quality for superior conferencing experiences. EasyIP CeilingMIC D complements most interiors with its sleek design featuring smooth lines and quality acoustical fabric wrap. These overhead microphones are a great alternative to a custom installation or table microphones. Ceiling-mounted microphones create a clean look in your conference room or meeting space and eliminate table clutter. Vaddio’s EasyIP CeilingMIC D is ideal for drop tile ceilings and open-ceiling environments as well.

- Designed to be easily paired with Vaddio EasyIP products or deployed in any system that uses Dante audio signals
- Dante networked audio signal for easy system routing
- Three-element array head for 360-degree coverage
- Full 360-degree pickup coverage
- Built-in digital signal processor (DSP)
- Design allows for custom ceiling drop cable length and easy installation
Exceptional Audio. Excellent Coverage. Easy to Install.

Plug-and-play
The lightweight, simplified ceiling box means faster, easier installations. With its plug-and-play design, installation is as simple as connecting a Cat-5e cable between the network switch PoE port and the EasyIP CeilingMIC D microphone receiver. Power, control and audio are all incorporated into the single cable.

Customizable drop cable length
The EasyIP CeilingMIC D pendant includes a 3 ft. (0.9 meters) adjustable drop cable and with a standard RJ45 jack connection, the pendant can be extended to a total length of 15 ft. (4.6 meters) from the interface box.

Crystal clear audio
Each EasyIP CeilingMIC D unit delivers the performance of three microphone elements built into a single pendant hanging enclosure. Each unidirectional cardioid microphone element is equipped with integrated echo cancellation and Digital Signal Processing (DSP), including equalization, filtering and automatic gain control (AGC). The DSP in the interface box receives its AEC reference from the far end and applies it to individual mic elements, so conference calls are crystal-clear on both ends of the conversation. Configure and fine-tune the DSP easily with Vaddio’s desktop configuration tool.

Ordering Information

<table>
<thead>
<tr>
<th>Description</th>
<th>Worldwide</th>
</tr>
</thead>
<tbody>
<tr>
<td>EasyIP CeilingMIC D – White</td>
<td>999-85810-000</td>
</tr>
<tr>
<td>EasyIP CeilingMIC D – Black</td>
<td>999-85820-000</td>
</tr>
</tbody>
</table>