
SPECIFICATION DATA

Wide (16:10) Format Dimensions
Part Number Viewing Area (H x W) Nominal Diagonal Overall Dimensions Net Weight* Approximate Ship Weight**

In. Cm. In. Cm. In. Cm. Lbs. Kg. Lbs. Kg.

AN3WA100 53" x 84.75" 135 x 215 100" 254 91.5" x 28.5" x 75.7" 233 x 73 x 193 92 42.8 142 64.5

Integrated Interactive System
Wall-Mounted Projection Screen and Markerboard

SUGGESTED SPECIFICATIONS: , _________ AN3WA100(s). The Integrated 
Interactive Touch System will include an interactive Dry Erase Application 
(IDEA) Screen surface to consist of a proprietary projection surface 
permanently bonded to a magnetic substrate that allows use of dry erase 
markers, interactive stylus and finger touch interactivity. Projection surface to 
have a gain of 2.5 and a viewing half angle of 25 degrees. Frame will be 1” 
(25mm) thick with a 3/8” (9.5mm) bezel in aluminum with a white powder coat 
finish. Bezel thickness at the screen surface is .06” (1.5mm). The IDEA screen 
will be flush mounted to a wall.. It will include a white height-adjustable 

integrated side panel, which stores control panel, stylus (2) and markers (3), 
and a white marker tray that attaches anywhere along length of the screen 
base. The integration will include a Chief mount designed specifically for 
Epson ultra short throw projectors.  The mount includes a quick-connect 
system and micro height and leveling adjustment for the projector.  A finger 
touch unit bracket with cover and integrated cable management to connect 
the projector mount to the bracket cover is included protect cables and 
provide a clean installation.

* Net weight includes screen, mount and projector.
** Shipping weight does not include projector.

COMPATIBILITY

Designed for use with Epson BrightLink Pro 1470Ui, 1460Ui, and 1450Ui, 

plus BrightLink 710Ui, 697Ui, and 696Ui.

Contact Epson to order BrightLink Interactive Projectors

PRODUCT NOTES

• Overall frame dimensions +/- ¼" (0.6 Cm.).

• Detailed dimensional drawing and installation instructions available 

upon request.

• Specifications subject to change without notice.

• All Da-Lite surfaces are GREENGUARD GOLD Certified.

WHEN ORDERING, MARK APPROPRIATE SELECTIONS

Select optional accessories:

 Video Camera Shelf (AN2CA1)



Project Name:   

Architect:   

Contractor:    Phone:  

Reseller:    Phone:  

PRODUCT VIEWS
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A BRAND OF MILESTONE AV TECHNOLOGIES   

www.milestone.com

P 800.622.3737 / 574.267.8101 

F 877.325.4832 / 574.267.7804 

E info@da-lite.com

In British Columbia, Milestone AV Technologies ULC carries on business as 
MAVT Milestone AV Technologies ULC. 

©2018 Milestone AV Technologies. DL–0730 04.18. 
Da-Lite is a registered trademarks of Milestone AV Technologies. All other 
brand names or marks are used for identification purposes and are 
trademarks of their respective owners. All patents are protected under 
existing designations. Other patents pending. 
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*Depending on specific model of BrightLink projector
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