
SUGGESTED SPECIFICATIONS:                             projection  
screen(s),                             (H) x                             (W), portable 
type. To have a flexible screen surface and mildew resistance. 
Screen surface will have reinforced black binding on all four sides 
and will attach to front of frame with metal snaps. Frame sections 
are made of 11/4" x 31/2" high strength alloy aluminum tube. Hinged 
sections are joined with snap latch to allow for easy folding. Corners 
are slip jointed with a cast speedy crank lock assembly. 

Heavy Duty Fast-Fold® Deluxe legs with anti-sway braces 
support the frame and allow height adjustments up or down in 6" 
increments. Larger frames have additional bracing members for 
extra rigidity and long life. Frame is clear etched and anodized to be 
brushed and burr free. All steel hardware is plated. Includes wheeled 
polyethylene carrying cases. Polyethylene carrying cases meet or 
exceed Air Transport Association (ATA) Specification 300 standards. 

PRODUCT NOTES

• All surfaces up to 16' high will be seamless.

WHEN ORDERING, MARK APPROPRIATE SELECTIONS:

1. Select size from charts on the other side.

2. Select viewing surface for complete screen: 
 ☐ HD Rental
 ☐ Da-Tex® (rear) 
 ☐ HD Progressive ReView 0.9

3. Optional accessories: 
 ☐  Drapery Presentation Kit (black, blue or gray)
 ☐ Replacement Surface Only

 ☐ HD Rental
 ☐ Da-Tex® (rear)
 ☐ HD Progressive ReView 0.9 

 ☐  Masking Panels: to mask 16:9 formatted screens to 4:3 format

HDTV (16:9) FORMAT DIMENSIONS
Overall Size (H x W) Viewing Area* (H x W) Approx. Ship. Wt. Number of Cases
In. Cm In. Cm Lbs. Kg

8'6" x 14'4" 259 x 437 7'6" x 13'4" 229 x 406 170 77.3 2
10' x 17' 305 x 518 9' x 16' 274 x 488 178 80.7 2
11' x 19' 335 x 579 10' x 18' 305 x 549 196 88.9 2

12'3" x 21' 373 x 640 11'3" x 20' 343 x 610 212 96.2 2
13' x 22'4" 396 x 681 12' x 21'4" 366 x 650 240 109.1 2
14'6" x 25' 442 x 762 13'6" x 24' 411 x 732 261 118.4 3
16' x 27'6" 488 x 838 15' x 26'6" 457 x 808 325 147.7 3

HDTV (16:10) FORMAT DIMENSIONS
Overall Size (H x W) Viewing Area* (H x W) Approx. Ship. Wt. Number of Cases
In. Cm In. Cm Lbs. Kg

9'4" x 14'4" 284 x 437 8'4" x 13'4" 254 x 406 175 79.4 2
11' x 17' 335 x 518 10' x 16' 305 x 488 190 86.1 2

123' x 19' 373 x 579 11'3" x 18' 343 x 549 157 71.2 2
13'6" x 21' 411 x 640 12'6" x 20' 381 x 610 236 107 2

SPECIFICATION DATA

Heavy Duty Fast-Fold®  
Deluxe Frame Screens
Large Heavy-Duty Portable Screens
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SPECIFICATION DATA

Heavy Duty Fast-Fold®  
Deluxe Frame Screens
Large Heavy-Duty Portable Screens

SUGGESTED SPECIFICATIONS: 
                            projection screen(s),   
                            (H) x                             (W),  
portable type. To have a flexible screen surface and 
mildew resistance. Screen surface will have reinforced 
black binding on all four sides and will attach to 
front of frame with metal snaps. Frame sections are 
made of 11/4" x 31/2" high strength alloy aluminum tube. 
Hinged sections are joined with snap latch to allow 
for easy folding. Corners are slip jointed with a cast 
speedy crank lock assembly. 

Heavy Duty Fast-Fold® Deluxe legs with anti-
sway braces support the frame and allow height 
adjustments up or down in 6" increments. Larger 
frames have additional bracing members for extra 
rigidity and long life. Frame is clear etched and 
anodized to be brushed and burr free. All steel 
hardware is plated. Includes wheeled polyethylene 
carrying cases. Polyethylene carrying cases meet or 
exceed Air Transport Association (ATA) Specification 
300 standards. 

PRODUCT NOTES

• All surfaces up to 16' high will be seamless.

WHEN ORDERING, MARK APPROPRIATE SELECTIONS:

1. Select size from charts on the other side.

2. Select viewing surface for complete screen: 
 ☐ HD Rental
 ☐ Da-Tex® (rear) 
 ☐ HD Progressive ReView 0.9

3. Optional accessories: 
 ☐  Drapery Presentation Kit (black, blue or gray)
 ☐ Replacement Surface Only

 ☐ HD Rental
 ☐ Da-Tex® (rear)
 ☐ HD Progressive ReView 0.9 

 ☐  Masking Panels: to mask 16:9 formatted screens to 4:3 format

HDTV (16:9) FORMAT DIMENSIONS

Overall Size (H x W) Viewing Area* (H x W)
Approx. 

Ship. Wt.
Number of 

Cases
In. Cm In. Cm Lbs. Kg

8'6" x 14'4" 259 x 437 7'6" x 13'4" 229 x 406 170 77.3 2
10' x 17' 305 x 518 9' x 16' 274 x 488 178 80.7 2
11' x 19' 335 x 579 10' x 18' 305 x 549 196 88.9 2

12'3" x 21' 373 x 640 11'3" x 20' 343 x 610 212 96.2 2
13' x 22'4" 396 x 681 12' x 21'4" 366 x 650 240 109.1 2
14'6" x 25' 442 x 762 13'6" x 24' 411 x 732 261 118.4 3
16' x 27'6" 488 x 838 15' x 26'6" 457 x 808 325 147.7 3

HDTV (16:10) FORMAT DIMENSIONS

Overall Size (H x W) Viewing Area* (H x W)
Approx. 

Ship. Wt.
Number of 

Cases
In. Cm In. Cm Lbs. Kg

9'4" x 14'4" 284 x 437 8'4" x 13'4" 254 x 406 175
11' x 17' 335 x 518 10' x 16' 305 x 488 190

123' x 19' 373 x 579 11'3" x 18' 343 x 549 157
13'6" x 21' 411 x 640 12'6" x 20' 381 x 610 236


