
The Lace and Grommet Screen Surface is for a permanent fixed or 

fly screen with a user-supplied frame, and is recommended for use 

with Da-Lite’s Series 200 or Series 300 Lace and Grommet Frame.

Features

• Heavy-duty grommets for even screen tautness

• Available with snap-button style for mounting on provided studs

• Various sizes available with a choice of white or black edge binding

• Available with lacing cord

Lace and Grommet 
Screen Surface



Dual Vision
Half Angle: 65º  Gain: 0.9

Ultra Wide Angle 
Half Angle: 78º  Gain: 0.65

Da-Tex
Half Angle: 30º  Gain: 1.3

High Contrast Da-Tex
Half Angle: 40º  Gain: 1.0

Available with the Following Screen Surfaces
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Rear Projection

HD Progressive 1.1 Perf
Half Angle: 85º  Gain: 1.1

HD Progressive 0.6

Half Angle: 85º  Gain: 0.6 

HD Progressive 0.9
Half Angle: 85º  Gain: 0.9

HD Progressive 1.1
Half Angle: 85º  Gain: 1.1

Front Projection

Da-Mat
Half Angle: 60º  Gain: 1.0

High Contrast Da-Mat
Half Angle: 45º  Gain: 0.8

HD Progressive 1.3
Half Angle: 75º  Gain: 1.3

HD Progressive 1.1 Contrast
Half Angle: 60º  Gain: 1.1

HD Progressive 1.1  

Contrast Perf
Half Angle: 60º  Gain: 1.1


